
IT IS THE VENDOR’S RESPONSIBILITY TO
CHECK FOR ADDENDA PRIOR TO SUBMITTING PROPOSALS

NOTICE TO BIDDERS
SPECIFICATION NO. 04-122

The City of Lincoln intends to purchase and invites you to submit a sealed bid for:

Requirements for Supply and Hauling of Aggregate Surfacing Materials

MEETING OR EXCEEDING THE CITY OF LINCOLN'S
SPECIFICATIONS ATTACHED

Sealed bids will be received by the City of Lincoln, Nebraska on or before 12:00 noon Wednesday,  May 05, 2004 in the office
of the Purchasing Agent, Suite 200, K-Street Complex, 440 South 8th Street, Lincoln, Nebraska  68508.  Bids will be publicly
opened and read in the Conference Room located on the First Floor.

Bidders should take caution if U.S. mail or mail delivery services are used for the submission of bids.  Mailing should be made
in sufficient time for bids to arrive in the Purchasing Division, prior to the time and date specified above. 



SPECIFICATION
FOR

SURFACING AND BEDDING MATERIAL

1. SCOPE

1.1 SANITARY LANDFILL AND LINCOLN WASTEWATER SYSTEM
1.1.1 Provide surfacing and bedding material, and trucking services for the remainder of the year, 2004, starting

approximately June 1, 2004, through December 31, 2004.
1.1.1.1 To make this bid best coincide with quarry supplies and rates, this will be bid again in

October with an anticipated January 1, 2005 start date with terms to be two additional one
year terms.

1.1.2 Trucking services shall consist of providing drivers, dump trucks, rubber tire loaders and accessory
equipment necessary to spread or stockpile material within the sites specified below:
1.1.2.1 Bluff Road Landfill

6001 Bluff Road
Lincoln, NE

1.1.2.2 North 48th Street Transfer Station
5101 N 48 St
Lincoln, NE

1.1.2.3 Lincoln Wastewater System
2400 Theresa St
Lincoln, NE

1.1.3 Deliveries shall be coordinated with the following persons or their designated representatives:
1.1.3.1 Solid Waste Operations - Ass’t Superintendent of Solid Waste Operations, 441-7867
1.1.3.2 Wastewater System - Asst Superintendent of Const., 441-7988

1.1.4 Deliveries shall be completed within one (1) working day from receipt of individual orders for landfill sites.
1.1.5 Orders will be placed during the term of the agreement as individual projects are scheduled by the City.

1.2 PUBLIC WORKS DEPARTMENT
1.2.1 Provide surface and bedding material, and trucking services for the remainder of the year, 2004, starting

approximately June 1, 2004, through December 31, 2004.
1.2.1 To make this bid best coincide with quarry supplies and rates, this will be bid again in

October with an anticipated January 1, 2005 start date with terms to be two additional one
year terms.

1.2.2 Trucking services shall consist of providing drivers, trucks and trailers required to deliver material to
Public Works Department sites specified below:
1.2.2.1 Maintenance West District, 901 N 6th Street, Lincoln, NE

1.2.2.2 Maintenance Northeast District, 3200 Baldwin Ave., Lincoln, NE
1.2.3 Other departments may order material delivered to various sites not itemized herein.
1.2.4 Deliveries shall be coordinated with the following persons, or their designated representatives:

1.2.4.1 Bill Nass, Maintenance Coordinator - 441-7701
1.2.4.2 Andy Edwards, Street and Sewer Superintendent - 441-7701
1.2.4.3 Chuck Godsey, Maintenance Northeast District Supervisor - 441-8435

1.2.5 Deliveries shall be accepted between the hours of 8:00 a.m. and 3:30 p.m., Monday through Friday.
1.2.5.1 Alternative delivery times may be acceptable if pre-approved by persons listed in Sec. 1.2.4,

above.
1.2.6 Once an order is placed, delivery shall be on a continuous basis until that order is filled.
1.2.7 Each load of material shall be weighed on an approved calibrated scale.

1.2.7.1 Serially numbered duplicate scale tickets shall accompany each truck load of material to the
unloading point.

1.2.7.2 Scale tickets shall show the date, time, load number, total weight, tare weight, destination,
net weight and type of material.



2. MATERIAL SPECIFICATIONS

2.1 Screened Crushed Rock for Surfacing
2.1.1 Crushed rock shall be either limestone or dolomite, and shall consist of clean, hard, tough and durable

fragments (excluding) schist, shale or slate) of uniform quality throughout and shall be free from thin, soft
or elongated pieces, disintegrated stone, dirt, organic or other deleterious material occurring free or as a
coating on the rock.

2.1.2 Crushed rock shall be screened after crushing to remove excess fines.
2.1.3 Material shall be graded to meet the following requirements:

2.1.3.1 1 ½" Crushed Rock
Total passing 1 ½" Sieve:  97% + 3%
Total passing   ½" Sieve:   5% + 5%

2.1.3.2 2 ½" Crushed Rock
Total passing 2 ½" Sieve:  95% + 5%
Total passing   ½" Sieve:   5% + 5%

2.1.3.3 3 ½" Crushed Rock
Total passing 3 ½" Sieve:  95% + 5%
Total passing   ½" Sieve:   5% + 5%

2.1.4 The fraction of rock retained on the ½" sieve shall have a loss ratio of not less than 0.75 when subject to
26 cycles of freezing and thawing in accordance with AASHTO Method T-103.

2.1.5 Crushed rock, when tested for abrasion by AASHTO Method T-96, Grading B, shall have a percentage of
wear of not more than 45%.

2.2 Fine Aggregate (Sand-Gravel for Road Surfaces and Concrete Mix)
2.2.1 Fine aggregate shall consist of sand or sand-gravel or a combination of sand and sand-gravel.

2.2.1.1 The sand and sand-gravel shall be composed of clean, hard, durable, and uncoated particles.
2.2.1.2 The fine aggregate shall be free from injurious amounts of clay, loam, alkali, organic matter

and other deleterious substances.
2.2.1.3 The aggregate shall not contain more than 0.5% by weight of clay lumps.

2.2.2 The aggregate subjected to the color metric test for organic impurities and producing a color darker than
that standard color shall be rejected unless it passes the mortar strength test as hereinafter specified.
2.2.2.1 The aggregate, when subjected to the mortar strength test, shall have a 7-day and 28-day

tensile and compressive strength equal to or greater than developed by mortar of the same
proportions and consistency made of the same cement and standard Ottawa sand.

2.2.3 Fine aggregate shall conform to the following gradation requirement:  (all tolerances are + values)

TOTAL PERCENT RETAINED ON:       TARGET      TOLERANCE

1 ½" Sieve  0. None
  #  4 13.  10.
  # 10 40.  10.
  # 30 72.  12.
  #200 98.5   1.5

2.2.4 Fine aggregate will be used in the following classes of concrete:
2.2.4.1 SG3000, L3500, L4500, LB2750,  LC3500

2.3 Coarse Aggregate (crushed limestone conforming to the following requirements):
2.3.1 Limestone shall be considered to be natural rock of sedimentary origin composed principally of calcium

carbonate.
2.3.1.1 The calcium carbonate content of the aggregate shall be at least 80% (computed as CaCO3

from value determined for CaO).



2.3.2 Percent of clay lumps, shale, or soft particles shall not exceed the following:
2.3.2.1 Clay lumps     - 0.5%
2.3.2.2 Shale          - 1.0%
2.3.2.3 Soft particles - 3.5%

2.3.3 Any combination of clay lumps, shale and soft particles shall not exceed 3.5%.
2.3.4 Coarse aggregate for concrete shall be free of coatings that will inhibit bond and injurious quantities of

loam, alkali, organic matter, thin laminated pieces, chert of other deleterious substances.
2.3.5 Coarse aggregate for concrete shall not have a soundness less great than eight (8%) percent by weight

at completion of 16 cycles of alternating freezing and thawing.
2.3.6 The percent of wear by the Los Angeles test shall not exceed 40%.
2.3.7 Coarse aggregate shall conform to the following gradation requirement: (all tolerances are + values)

TOTAL PERCENT RETAINED ON:       TARGET      TOLERANCE

1 ½" Sieve  0. None
1"  0.  8.
  3/4" 22. 12.
  ½" --  -–
  3/8" 70. 15.
  # 4 94.  6.
  #10 --  --
  #20 97.  3.

2.3.8 Coarse aggregate will be used in the following classes of concrete:
2.3.8.1 SG3000, L3500, L4500, LB2750, LC3500

2.4 3" Crusher Run Crushed Rock for Surfacing
2.4.1 Crushed rock shall be either limestone or dolomite, and shall consist of clean, hard, tough and durable

fragments (excluding) schist, shale or slate) of uniform quality throughout and shall be free from thin, soft
or elongated pieces, disintegrated stone, dirt, organic or other deleterious material occurring free or as a
coating on the rock.

2.4.2 Material shall be graded to meet the following requirements:
Total passing   3" sieve: 100% + 5%
Total passing   2" sieve:  97% + 5%
Total passing   1" sieve:  82% + 5%
Total passing 3/4" sieve:  44% + 5%
Total passing 3/8" sieve:  33% + 5%
Total passing  #4  sieve:   9% + 5%

2.4.3 The fraction of rock retained on the ½" sieve shall have a loss ratio of not less than 0.75 when subject to
26 cycles of freezing and thawing in accordance with AASHTO Method T-103.

2.4.4 Crushed rock, when tested for abrasion by AASHTO Method T-96, Grading B, shall have a percentage of
wear of not more than 45%.

    
2.5 Crushed and Broken Concrete

2.5.1 Material shall be free of metals, rebar, dirt and other contaminants.
2.5.2 Material shall be so graded as to meet the following requirements:

2.5.2.1 3" screened crushed concrete.
2.5.2.2 8" screened crushed concrete, maximum size of 8", with 5% + 5% passing 6" sieve.
2.5.2.3 Concrete rip\rap, maximum size of 36".

2.6 Crushed and/or Milled Asphalt
2.6.2 Material may be any recycled asphalt surfacing from roadway paving repair or demolition, including

millings and crushed asphalt.
2.6.3 The gradation for crushed and/or milled asphalt shall be maximum size of 2".

2.7 Limestone Screenings
2.7.1 Aggregate shall be crushed limestone or crushed concrete free from lumps or balls of clay or other

objectionable matter, and reasonably free from thin and elongated pieces of dirt.  Aggregates shall
consist of angular fragments, durable and sound, and shall be reasonably uniform in density and quality.

2.7.2 Portion of aggregate passing No. 40 Sieve shall be as follows as determined by ASTM D4318:
2.7.2.1 Liquid limit:  Not more than 25.
2.7.2.2 Plastic Index: Not more than 6.



2.7.3 Material shall meet the following gradation requirements:
                                               Percentage Passing
Sieve Designation                                       by Weight     

3/8" 100.00
#4  99.9
#8  88.0
#30  39.0
#200  18.0

2.8 Crushed Stone for Pipe Bedding Material
2.8.1 Crushed stone for pipe bedding material shall be "Crusher Run" or "Nebraska State Servicing" and shall

have the following mix design:
      Screen Size                                     Percent Retained

1"      0%
3/4"  0- 20%
3/8" 30- 55%
#10 80-100%
#50 90-100%

2.9 Fill Sand
2.9.1 Fill sand shall contain not more than 2% by weight of clay, silt, loam and other foreign substances.
2.9.2 Material shall be so graded as to meet the following requirements: (all tolerances are + values)

  Total%
RETAINED ON           TARGET              TOLERANCE
#10 Sieve  5%  5%
#20 Sieve 32% 13%
#30 Sieve 52% 13%
#100 Sieve 97%  3%

2.10 Gravel for Surfacing

2.10.1 All gravel for surfacing shall conform to the appropriate Sections of the State of Nebraska “1985 Standard
Specifications for Highway Construction”, with the exception that a minimum of seventy-five percent
(75%) shall be required to be retained on the #10 sieve (for Gravel for Surface Coarse) determined on an
average of all samples taken for that individual hauling contract.

2.10.2 As long as the average of all samples taken yields seventy-five percent (75%) or greater on the #10
sieve, then moisture will be waived from consideration.

2.10.3 When the percent retained falls below seventy-five percent (75%), then a deduct in tonnage for payment
shall be made based on the average moisture content (%) of all samples taken plus a percentage deduct
equal to the percentage amount below seventy-five percent (75%).



COMPANY NAME                                     

PROPOSAL
SPECIFICATION NO. 04-122

BID OPENING TIME:  12:00 NOON
DATE:   May 05, 2004

The undersigned bidder, having full knowledge of the requirements of the City of Lincoln for the below listed items and the
contract documents (which include Notice to Bidders, Instructions to Bidders, this Proposal, Specifications, Contract, and any
and all addenda) and all other conditions of the Proposal, agrees to sell to the City the below listed items for the performance
of this Specification, complete in every respect, in strict accordance with the contract documents at and for unit prices listed
below.

THE ANNUAL REQUIREMENTS FOR:
SURFACING AND BEDDING MATERIALS

FOR ROAD CONSTRUCTION AND MAINTENANCE

BIDDING SCHEDULE

 ITEM           ITEM DESCRIPTION             QUANTITY    UNIT     TOTAL 

SOLID WASTE OPERATIONS

F.O.B. BOTH LANDFILL LOCATIONS:

1. 1-1/2" CRUSHED ROCK FOR SURFACING 500 T $                 $                

2. 2-1/2" CRUSHED ROCK FOR SURFACING 1000 T $                 $                 

3. 3-1/2" CRUSHED ROCK FOR SURFACING 1000 T $                 $                  

4. 3" CRUSHER RUN 1000 T $                 $                

5. 3" CRUSHED CONCRETE 5000 T $                 $                 

6. 8" CRUSHED CONCRETE 1000 T $                 $                 

7. 36" CONCRETE RIP/RAP 500 T $                 $                 

8. 2" CRUSHED AND/OR MILLED ASPHALT 700 T $                 $                

 ITEM           ITEM DESCRIPTION             QUANTITY    UNIT     TOTAL 

SOLID WASTE OPERATIONS

F.O.B. BOTH LANDFILL LOCATIONS:

9. FINE AGGREGATE FOR ROAD SURFACING 250 T $                 $                

10. LIMESTONE SCREENINGS 300 T $                 $                



F.O.B. 2400 THERESA STREET

11. CRUSHED STONE FOR PIPE BEDDING 1600 T $                 $                 

 12. FILL SAND 100 T $                $                 

PUBLIC WORKS DEPARTMENT

F.O.B. WEST MAINTENANCE DISTRICT:

13. 1-1/2" CRUSHED ROCK FOR SURFACING 2,000 T $                 $                 

14. FINE AGGREGATE 4,000 T $                 $                 

F.O.B. N.E. MAINTENANCE DISTRICT:

15. FINE AGGREGATE 8,000 T $                 $                 

16. COARSE AGGREGATE 1,500 T $                 $                 

17. Gravel for Surfacing 2,500 T $                 $                 

PRICE BASIS FOR OCCASIONAL
 DELIVERIES TO OTHER SITES:

MATERIAL
    COST      

TRUCK/
   PUP    

STRAIGHT
  TRUCK   

18. 1-1/2" CRUSHED ROCK FOR SURFACING $                    /T $            /MI $            /MI

19. FINE AGGREGATE                       /T               /MI               /MI

20. COARSE AGGREGATE                       /T               /MI               /MI

21. GRAVEL FOR SURFACING                       /T               /MI               /MI

BID SECURITY REQUIRED: Yes         Amount:               
No     X   

Special provisions for Commodity Term Contracts are included with the specification document.  Bidders are urged to read
the Special Provisions before completing the following sections of the Proposal.

Contract Extension Renewal is an option: Yes        
No         

TERM PRICE CLAUSE:  BIDDER MUST STATE
(a) Bid prices firm for the full contract period:             ; or
(b) Bid prices subject to escalation/de-escalation:                .
(c) If (b), state period for which prices will remain firm: through                          .

COMPANY REPRESENTATIVE responsible for the administration of this Agreement:

NAME:                                       
TITLE:                                       
PHONE NO.                              

AFFIRMATIVE ACTION PROGRAM:  Successful bidder will be required to comply with the provisions of the City's Affirmative Action Policy (Contract
Compliance, Sec. 1.16).  The Equal Opportunity Officer will determine compliance or non-compliance, upon a complete and substantial review of
successful bidder's equal opportunity policies, procedures and practices.



The undersigned signatory for the bidder represents and warrants that he has full and complete authority to submit this proposal to the City, and to enter
into a contract if this proposal is accepted.

RETURN 2 COMPLETE COPIES OF PROPOSAL AND SUPPORTING MATERIAL.
MARK OUTSIDE OF BID ENVELOPE AS FOLLOWS:

SEALED BID FOR SPEC. 04-122

                                                                              
COMPANY NAME

                                                                              
BY  (Signature)

                                                                              
STREET ADDRESS or P.O. BOX

                                                                              
(Print Name)

                                                                              
CITY, STATE            ZIP CODE

                                                                              
(Title)

                                                                               
TELEPHONE
                        

                                                                              
(Date)

                                                                               
EMPLOYER'S FEDERAL I.D. NO.
OR SOCIAL SECURITY NUMBER

                                                                              
ESTIMATED DELIVERY DAYS (After
receipt of individual orders)

                                                                              
TERMS OF PAYMENT

Bids may be inspected in the Purchasing Division offices during normal business hours, after tabulation by the purchasing
agent.  If you desire a copy of the bid tabulation to be mailed to you, you must enclose a self-addressed stamped envelope
with your bidding documents.  Bid tabulations can also be viewed on our website at:
http://www.ci.lincoln.ne.us/city/finance/purch/specindx.htm 


